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RADIUS LOAD CHART

Note:
• Rated Capacity values shown are for the Pick and Carry Chart.

• Rhino Hook & Fly Jib shown are provided as per customer request.

• Rope Ø13mm & Min breaking force ≥145kN
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LOAD CHART

RATED CAPACITY CHART - LIFTING ON WINCH FALL BLOCK

RADIUS
BOOM LENGTH (m)

5.98 6.50 7.00 7.50 8.00 8.50 9.00 9.50 10.00 10.50 11.00 11.50 12.00 12.50 13.00 13.50 14.00 14.18

1.5
9700 10500
9700 10500
56 59

9400 9700 10500 10500
2.0 9400 9700 10500 10500

49 53 56 59
9200 9300 9500 9700 10500 10500

2.5 9200 9300 9500 9600 9600 9600
43 48 51 54 57 59

8900 8900 8900 8900 8900 8900 8900 8800
3.0 7900 7900 7900 7900 7900 7900 7900 7900

35 41 46 49 53 55 57 59
7500 7500 7500 7500 7500 7500 7500 7500 7500 7500

3.5 6600 6600 6600 6600 6600 6600 6600 6600 6600 6600
26 34 40 44 48 51 54 56 58 60

6400 6400 6400 6400 6400 6400 6400 6400 6400 6400 6200 5500
4.0 5700 5700 5700 5700 5700 5700 5700 5700 5700 5700 5700 5500

10 25 33 38 43 46 49 52 54 56 58 60
6200 5600 5600 5600 5600 5600 5600 5600 5600 5600 5600 5200 5000 4800

4.5 5500 5900 5000 5000 5000 5000 5000 5000 5000 5000 5000 5000 5000 4800
(4.09) 10 24 32 37 42 45 48 51 53 55 57 58 60

5400 4900 5000 5000 5000 5000 5000 5000 5000 5000 4800 4600 4500 4300 4200
5.0 4800 4400 4400 4400 4400 4400 4400 4400 4400 4400 4400 4400 4400 4300 4200

(4.60) 10 23 31 36 40 44 47 49 52 54 56 57 59 60
4800 4300 4000 4000 4000 4000 4000 4000 4000 4000 4000 3900 3800 3700 3400 3400

6.0 4200 3800 3500 3500 3500 3500 3500 3500 3500 3500 3500 3500 3500 3500 3400 3400
(5.10) (5.60) 10 22 29 34 38 42 45 47 50 52 53 55 57 57

3900 3500 3300 3300 3300 3300 3300 3300 3300 3300 3300 3200 3100 3000
7.0 3400 3100 2900 2900 2900 2900 2900 2900 2900 2900 2900 2900 2900 2900

(6.10) (6.60) 9 21 28 33 37 40 43 45 48 50 51 52
3200 3000 2800 2800 2800 2800 2800 2800 2800 2800 2800 2700

8.0 2800 2600 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400
(7.10) (7.60) 9 20 26 31 35 38 41 44 46 47

2700 2500 2400 2400 2400 2400 2400 2400 2400 2400
9.0 2400 2200 2000 2100 2100 2100 2100 2100 2100 2100

(8.10) (8.60) 8 19 25 30 34 37 40 41
2300 2200 2000 2100 2100 2100 2100 2100

10.0 2000 1900 1800 1800 1800 1800 1800 1800
(9.10) (9.60) 8 19 25 29 33 34

2000 1900 1800 1800 1800 1800
11.0 1700 1600 1500 1500 1500 1500

(10.10) (10.60) 8 18 24 25
1800 1600 1500 1500

12.3 1500 1400 1300 1300
(11.10) (11.60) (12.10) (12.28)

KEY:
SWL (KG) LESS THAN 10 DEG ARTICULATION      
SWL (KG) GREATER THAN 10 DEG ARTICULATION      
BOOM ANGLE OR (RADIUS AT 0 DEG BOOM ANGLE)

Note: Weight of slings & hook block to be added to load 
 Read and understand warning notes before operating crane
 Load Chart calculations are based on 66.5% stability rating
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FEATURES & ATTACHMENTS



www.cranserco.com

Papua
PT. Freeport Indonesia
32HD Shop, Mil 32
Tembagapura
Tel. +62 811 3943 812

 
 

 

 

 

 

Sumbawa
PT. Amman Mineral Nusa Tenggara
Fleet Mews Maintenance
Concentrator
Sumbawa - Nusa Tenggara Barat
Tel. +62 372 634 7462

 

  

Email: service@cranserco.com

The information contained in this leaflet is intended to be of general nature.  
Terex Corporation reserves the right to change the specifications without prior notice.  
All dimensions and weights are variable within ± 5%

Published and Printed in 2023

Follow us on 

OUR LOCATIONS
PT. Berlian Cranserco Indonesia

Head O�ce
Balikpapan
Jl. Mulawarman No.71, RT32 
Sepinggan Raya, Balikpapan Selatan
Balikpapan 76115 - Kalimantan Timur, Indonesia
Tel. +62 542 762 297

Pekanbaru
Graha Sucofindo 1st Floor
Jln. Jend. Achmad Yani No. 79
Pekanbaru - Riau 28115
Tel. +62 761 840 1028

Jakarta
CIBIS Park
Gedung CIBIS Eight, 3rd Floor no. 5
Jl. TB Simatupang No. 2
Jakarta Selatan 12560, Indonesia
Tel. +62 21 780 2269

Surabaya
Gedung Graha Sucofindo
Jl. Kalibutuh No. 215
Tembok Dukuh, Bubutan
Kota Surabaya, Jawa Timur 60252
Tel. +62 31 9925 1919


